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NOTES:

1. SAME AS M55339/50-00001, (129-6)

EXCEPT FOR FINISH & MARKING.
2. MARK PACKAGE: KINGS 129-6 MO6 (DATE CODE)

3. MATERIALS:

INSULATORS: TEFLON, ASTM D1710

LOCKWASHER: PHOSPHOR BRONZE, ASTM B103

O-RING: SYNTHETIC RUBBER, SAE-AMS-P-83461

CENTER CONTACTS: BER, COPPER, ASTM B196

ALL OTHER METAL PARTS: BRASS, ASTM B16

.50 D. REF.
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MOUNTING HOLE

o
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REVISIONS

HEX NUT AND LOCKWASHER
NOT SHOWN FOR CLARITY

4. FINISHES:

CENTER CONTACTS: .000050 MIN GOLD PLATE, PER ASTM B488 OVER
.000050 MIN. NICKEL PER AMS-QQ-N-290 (RoHS)
ALL OTHER METAL PARTS:.000050 MIN NICKEL PER AMS-QQ-N-290 OVER
.000050 MIN COPPER PER ASTM B734 (RoHS)

5. ELECTRICAL CHARACTERISTICS:

NOMINAL IMPEDANCE: 50 OHMS
WORKING VOLTAGE: 500 VRMS
FREQUENCY RANGE: DC TO {1 GHz.
6. MOUNTING TORQUE 1S 25 - 30 INCH POUNDS.

7. WEIGHT: 26.2 GRAMS
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DRAWING

THIS DRAWING, THE DESIGNS AND IDEAS EMBODIED

IN THE DEVICE TO WHICH IT RELATES, AND THE

[ETHOD OF PRODUCING THE DEVICE, ARE THE
PROPERTY OF WINCHESTER ELECTRONICS CORPORATION
AND SHALL NOT BE EMPLOYED, COPIED, OR DISCLOSED
T0 ANYONE, IN ANY MANNER WITHOUT THE CONSENT
OF WINCHESTER ELECTRONICS CORPORATION.
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